
TEMPORARY GREENHOUSE 
ENERGY SAVER 


ROOF OVERHANG 


TYPICAL PATIO DOOR 
(ALUMINUM/ACRYLIC) 


TOP MAY BE FIBERGLASS 


'TEMPORARY LEAN-TO GREENHOUSE 
FOR PLANT PROTECTION AND TO 
PROVIDE DOUBLE ENTRY AIR-LOCK 
FOR HOME ENERGY CONSERVATION 


'POTTED PLANTS MOVED INSIDE 
GREENHOUSE FOR PROTECTION 
FROM WINTER WEATHER 



EXISTING 

DOOR 


COVER WITH POLYETHYLENE- 
SHEET (4MIL OR 6 MIL) 

2 LAYERS ARE BEST. ATTACH 
WITH GREENHOUSE CLIPS OR 
BATTING AND STAPLES 



FRAME OF GALVANIZED TUBING, 
PVC PIPE, ELECTRICAL CONDUIT 
OR WOOD. (USE TREATED OR 
REDWOOD IF STRUCTURE IS TO 
BE PERMANENT) 


'ADD ATTACHED LEAN TO GREENHOUSE 
TO COVER BACK DOOR-ON EXISTING 
PATIO OR GROUND 
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Disclaimer 


This site makes available conceptual plans that can be helpful in developing building 
layouts and selecting equipment for various agricultural applications. These plans do not 
necessarily represent the most current technology or construction codes. They are not 
construction plans and do not replace the need for competent design assistance in 
developing safe, legal and well-functioning agricultural building system. The LSU 
Agriculture Center, the Mid-West Plan Service, the United States Department of 
Agriculture and none of the cooperating land-grant universities warranty these plans. 



